Great Lakes Railcar 

Umler Loco Data Form

(Rev3 Jul04)
Note: Please carefully input your information, using the passenger car instructions as necessary for some help.  Items in Bold are mandatory, or the request will be rejected by the computer.  You can go to www.railinc.com, check under UMLER to get complete Data Specification Manual that describes all of these.  It's 158 pages long!  Please provide the complete information for only one loco, or string of identical locos, per form!  If you are sending this electronically, the tabs are set so that additional information typed in will push down the following lines.  You may print this and fill in clearly and legibly by hand using additional sheets if needed.

If unit(s) are second hand, be sure to maintain a record of letter of transfer and/or bill of sale in case you are audited.

ORGANIZ  (owner of loco, person or company)


RESP_PTY (contact person's name)


RPTG MARK (railroad or holding/lease company)

Number or Low # (unit # or first # in string)
High # of string

TYPE (mfr's model)
Eqp Typ Cd (we convert to UMLER input)


CAPY (# seats in cab) 

MFDBY (who built it)

Month Blt/Rblt (original build or month outshopped from rebuild)
YR BLT (year originally built)

YR RBLT (year last rebuild)

HOME_BASE (city, state based in)
HOME_RR (RR loco is kept on if different from ORGANIZ)


Cl cd (AAR clearance code, if you don't know, we will get from dimensions)

xtrm lngth feet

lg inches

xtrm width feet


wd inches


xtrm height feet


ht inches

Min curv deg (min curve it will go around not cpld to anything)
Sand cap (cu ft)

Min speed (mph, can't be less than 7)
Max speed (mph, can't be more than 86 frt or 150 psgr)

wt (GRL) (max weight of loco wet)

wt on drivers (lbs)
HP (rated hp for traction)
Gear ratio (bull teeth : pinion teeth; checked against max speed!)
Fuel cap (gallons)


whl dia (inches)
ATCS (type of auto train control)
IPS (independent pressure switch Y or N)
Min Crv Flat (min curve it will go around cpld to 50' flat car)
Hood config (low, high, booster, car body, quarters, etc)
BRAK_TYP (brake schedule number, 26L, 8ET, etc)


RLY(type relay valve)

TREAD_DISC (tread, disc or both)


SHOE (hi or low comp or iron)


Brake CYL_SIZE (# of x dia)


CPLR A front (mfr's model #)) 


CPLR B rear (mfr's model #)
DR GR (mfr's model gear)


Cab signals (describe type)
ETIS (end of train info sys type and series)
DBI (dynamic brake interlock Y or N)
SEAT_TYP (describe mfr seat config and base)


Air MU (AAR std MU, non-std MU or N)
Truck Mfr (trucks mfr'r)
Dyn Brks (type and performance)
trk ctr  ft (centerlines of trucks under loco!)


trk ctr in

BRG_TYP (AAR, Brenco, Friction, Hyatt, Magnus, Timken, Unk or Other)


Fuel SO (type emergency fuel shut off)

Fuel Saver (type emergency fuel saver)
Align Cntrl Cplrs (type {E or F or H} coupler and Y or N alignment control)
TOILET_TYP (bio, chem, dir grd, incinerator, bag, other, none, unkn)


Aux Devices (air dryers, consoles, fuel tender connctns, dual stnd, slug mother, etc)
Cab Signal config (dual, none or single)
Transptn Codes (try NOT to use)
Trans Cond Codes (try NOT to use)
Pneu Knockdown (times from emerg app to throttle down)

Tract mtr type (AC or DC)
Trucks (long list of candidates)
Pwrd Axle Cnt (# axles powered)
#axles total

FRA Insp Dt (last FRA date)
CTC Insp Dt (last CTC date)


#Diaph&Typ (if cab unit, what type diaphrams)


FRA_GLAZ (y or n)


AC type


Heat type


HEP kW

Steam Gen (y or n)

WATcap (gallons, if equipped with steam gen)


Artic (y or n loco is articulated)


